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ABSTRACT 

This paper reviews the motivation for, and the design 
of, an environmental monitoring system based on a 
network of wirelessly-linked multi-parameter sensors. 
This approach enables access to more comprehensive 
data sets in a more timely fashion and with much less 
effort than is currently required. The design features 
the tight integration of existing, low-cost sensing, com-
putation, and wireless communication hardware tech-
nologies with energy-aware processing and network-
ing software, and can address immediate environmen-
tal monitoring needs. While our short-term focus is 
on environmental monitoring for microclimate field 
studies, the technology is also appropriate for a num-
ber of related applications, including ecosystem man-
agement, control of high-performance buildings, haz-
ard/emergency warning systems, and security monitor-
ing. 

1. INTRODUCTION 

Growing concern for environmental preservation is 
driving the requirement for improved understanding of 
microclimates. Researchers, managers, and the public 
need timely access to spatially rich datasets over po-
tentially large coverage areas with minimal disturbance 
to wildlife. This suggests a distributed environmental 
monitoring system meeting several requirements: 

1. Low cost - individual sensing units must be suf-
ficiently inexpensive so that deployment at high 
spatial densities in large areas is not cost pro-
hibitive. 

2. Energy-aware design - constraints on cost and bat-
tery life require intelligent energy management to 
enable practical lifetimes in the field. 

3. Flexible data rate - due to the slowly changing na-
ture of most environmental parameters (e.g. tem-
perature, humidity), the per sensor data rate is 
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generally quite low. However, the system must 
be capable of handling high aggregate data rates 
from a large number of sensors. 

4. Reliability and autonomy - the system must be ro-
bust to withstand long service intervals in the field 
with minimal supervision/maintenance. 

Current microclimate monitoring technology is either 
prohibitively expensive for routine ecological research 
or the instrumentation is too bulky and/or invasive for 
in situ studies of wild organisms. Many researchers� 
employ high-end sensors, approximately 200 cm in 
volume, wired to centralized data loggers. These prod-
ucts have the required accuracy and reliability, but the 
installation cost and overall equipment expense pre-
cludes deployment in many cases, such as studies of 
microclimatic edge effects and work in forest canopies. 

A currently-available alternative is small, inexpen-
sive sensors integrated with dataloggers. While these 
units extend possibilities for field applications, cov-
erage area and/or density is limited by invasiveness 
and/or the labor necessary to acquire data from large 
arrays of such devices. 

There is little doubt that sensing of the physical 
environment will become ubiquitous in many aspects 
of 21st-century life. For example, one application of 
wireless sensor network technology is the monitoring 
of activity, comfort, energy consumption, air quality, 
and security in high-performance buildings. Rich and 
accurate sampling of multiple parameters can enable 
not only improved scientific understanding, but also 
improved energy efficiency, safety, and health care. 

2. WIRELESS NETWORKING OF 
EMBEDDED SENSING DEVICES 

Our design [1] synthesizes advances in environmental 
sensing (typified by current sensor/dataloggers) and a 
sophisticated wireless networking infrastructure that is 
carefully adapted to the environmental sensing regime. 
While the concept of integrating sensing/logging hard-
ware with radio frequency (RF) communication ca-
pability is straightforward, we believe that integrated 
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Military Surveillance Environmental Monitoring 

Performance-driven Cost-driven 
Mobile sensor nodes Fixed sensor nodes 

Dynamic physical topology Static physical topology 
Distributed detection/estimation Spatio-temporal sampling 

Event-driven/Multitasking Scheduled single tasks 
Real-time requirement Delays acceptable/preferable 

Table 1. Comparison of characteristics for two sen-
sor network applications. 

networking capability of the type we are developing 
will enable a new generation of ecosystem monitor-
ing characterized by ground-breaking advances in both 
coverage area and density. We note that while net-
works of small sensors are receiving a great deal of 
research attention [2, 3], the predominant driving ap-
plications have been in the areas of military surveil-
lance and chemical hazard warning. As shown in Table 
1, the environmental monitoring application implies a 
unique set of characteristics; their implications have 
been largely unexplored. 

One of our major priorities is keeping cost to a min-
imizing the total cost of manufacturing as well as de-
ployment; we are targeting a per-sensor bill of materi-
als in the range of $50. We believe that careful systems 
engineering will allow us to define an application niche 
in wireless communication that is not currently being 
served by voice- or data-oriented commercial wireless 
solutions. 

3. OVERVIEW OF THE SYSTEM 

System hardware design and component selection is 
critical to providing the necessary functionality while 
maintaining low system cost. We are constructing a 
codesigned hardware/software sensor node platform 
that can make use of future enhancements in sensor 
technology. Many aspects of the design utilize compo-
nents already manufactured in high volume for other 
applications to take advantage of the consequent cost 
savings. Each sensing unit, which we call a WISARD 
(wireless sensing and relay device), employs a modular 
design that consists of three subsystems: a suite of sen-
sors, a microcontroller, and an RF transmitter/receiver. 
The modularity extends to the ability to integrate dif-
ferent types and numbers of sensors; we are not pursu-
ing fundamental developments in sensing technology, 
but rather the integration of advances as they become 
available. 

Several previous experimental approaches have fo-
cused on scaling down full-blown systems such as lap-
tops or 32-bit microprocessors designed for handheld 
PC’s [4, 5]. On the other hand, a great deal of research 
is also directed toward fundamental sensing advances 
at micro- and nanoscales. 

The goal of this project is to quickly bring a suite 

Figure 1. WISARD processor/analog module. 

of complementary technologies to bear on a relevant 
problem. See Figure 1 for a photograph of the WIS-
ARD printed circuit board (PCB) containing the pro-
cessor and analog sensing electronics (the board is 3.25 
in. square). We employ a readily available 8-bit mi-
crocontroller (Microchip Technology’s PIC16LF877) 
with integrated multi-channel analog-to-digital conver-
sion and non-volatile data storage. Energy consump-
tion is drastically reduced using the sleep mode dur-
ing the many periods of inactivity in normal operation. 
The microcontroller contains in-circuit writable pro-
gram storage to enable reconfiguration. Such recon-
figuration could occur at different levels and could be 
autonomous and/or commanded remotely. The recon-
figuration capability also allows convenient software 
changes, greatly facilitating the experimental compo-
nents of the project. 

The microcontroller contains internal program 
memory for the device software and a small amount 
of SRAM for sensor data storage and radio commu-
nications processing. An analog-to-digital (A/D) con-
verter also resides on-chip and is used for sensor mea-
surement. The microcontroller has the ability to mea-
sure battery status and selectively power-down certain 
sections of the entire system for active power manage-
ment. 

Interface circuitry between the physical sensors and 
the microcontroller’s A/D converter resides in the ana-
log sensing section. This section contains a two chan-
nel thermocouple amplifier for direct interface with 
many types of thermocouple junctions as well as a 
two channel transconductance amplifier for interfacing 
with photodiode based light sensors. A general pur-
pose analog input is included which may be used to 
measure the output of a humidity sensor, atmospheric 
pressure sensor, soil moisture sensor, etc. 
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